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870/871/880/885 Series
Steel Flanges

DIMENSIONS                                                                                                                                                                                                                                                                                                                         (INCHES)
PIPE DRILLING SOCKET DEPTH (p) THREAD LENGTH (h1) FILLET RADIUS (r) OD OF RAISED 

FACE (g) HUB BASE DIA. (m)
SIZE OD BOLT CIRCLE DIA. (k) HOLE DIA. (l) NO. OF HOLES
1/2” 0.84 2.38 0.62 4 0.38 0.62 0.12 1.38 1.19
3/4” 1.05 2.75 0.62 4 0.44 0.62 0.12 1.69 1.50
1” 1.315 3.12 0.62 4 0.50 0.69 0.12 2.00 1.94

1 1/4” 1.66 3.50 0.62 4 0.56 0.81 0.19 2.50 2.31
1 1/2” 1.90 3.88 0.62 4 0.62 0.88 0.25 2.88 2.56

2” 2.375 4.75 0.75 4 0.69 1.00 0.31 3.62 3.06
2 1/2” 2.875 5.50 0.75 4 0.75 1.12 0.31 4.12 3.56

3” 3.50 6.00 0.75 4 0.81 1.19 0.38 5.00 4.25
3 1/2” 4.00 7.00 0.75 8 1.25 0.38 5.50 4.81

4” 4.50 7.50 0.75 8 1.31 0.44 6.19 5.31
5” 5.563 8.50 0.88 8 1.44 0.44 7.31 6.44
6” 6.625 9.50 0.88 8 1.56 0.50 8.50 7.56
8” 8.625 11.75 0.88 8 1.75 0.50 10.62 9.69

10” 10.75 14.25 1.00 12 1.94 0.50 12.75 12.00
12” 12.75 17.00 1.00 12 2.19 0.50 15.00 14.38
14” 14.0 18.75 1.12 12 2.25 0.50 16.25 15.75
16” 16.0 21.25 1.12 16 2.50 0.50 18.50 18.00
18” 18.0 22.75 1.25 16 2.69 0.50 21.00 19.88
20” 20.0 25.00 1.25 20 2.88 0.50 23.00 22.00
24” 24.0 29.50 1.38 20 3.25 0.50 27.25 26.12

870 SERIES — THREADED
THREAD TYPE: STANDARD TAPER PIPE THREAD TO ANSI B2.1

880 SERIES — BLIND 885 SERIES — SOCKET WELD

SPECIFICATIONS
•	 CLASS 150 FORGED STEEL FLANGES 
•	 150LBS FLANGES 
•	 MEET ANSI / ASME B 16.5 STANDARDS 
•	 ASTM A-105


